
WHAT MAKES IT SUPERIOR?

SPECIFICATIONS VXA600.5 VXA300.4

FOR MORE INFO :  wwww.kicker.com

• Class SB Source-Unit Compatible
• Two 4-Channel Amps, One with Additional Sub Channel to Power Entire System
• Utilizes Class D Amp Technology

VXA-Series 4-Channel / Multi-Channel Amplifiers

Now Shipping

RMS Power (watts/ch) 2 Ohm Mono 
RMS Power (watts/ch) 4 Ohm Mono 
RMS Power (watts/ch) 2 Ohm Stereo 
RMS Power (watts/ch) 4 Ohm Stereo
RMS Power (watts/ch) 4 Ohm Bridged Mono 
Dynamic Power (watts)
Dimensions (cm, in)
   all models 5.6H x 15W x … L) 
   all models 2-3/16H x 5-29/32W x … L) 
Same for all Models
Frequency Response (Hz, ) 
Signal-to-Noise Ratio
Input Sensitivity
Selectable Electronic Crossover 

Subsonic Filter (VXA.5 sub only)
KickEQ Bass Boost

300x1 —
150x1 —
75x4 75x4
50x4 50x4
150x2 150x2
750 350

28.3 22.3
11-5/32 8-25/32

Full Range 10-20k (+0/-1dB); VXA.5 sub only 10-200 (+0/-6dB)
Full Range >95dB; A-weighted, re: rated power; VXA.5 >90dB
Low level 125mV-10V
(VXA.5) 12dB/octave,
AMP: variable HP 10-200Hz; SUB: variable LP 50-200Hz;
(VXA.4) 12dB/octave, Off/HP/LP, variable 50-200Hz
fixed 15Hz, 24dB/octave
variable 0-6dB @ 40Hz

2026

VXA.5 with Remote 
Bass Control for 
fingertip tuning

Compatible with start/stop 
vehicle technology

KickEQ Bass Boost 
for extra bass 

Class-D Design for Lower Current 
Draw, Longer Playing Times, and 
Lower Operating Temperatures

Variable Active Crossover for 
ideal speaker matching


