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QUICK SETUP
Easy-pinch terminals allow for a quick connection 
of speaker wire.

NEEDED / NOT NEEDED
Warm gray or black cabinets with mounting hardware 
included. Drive them with a receiver and speaker wire
(min. 18 AWG), both not included in the carton.

OUT OR IN
2-way system is designed for the outdoors, but
pleasing sound and attractive cabinet are perfect
for indoor listening as well.

CHOOSE THE APPLICATION
Provides striking performance in front, rear or surround
audio positions.

USE IT WHEREVER YOU NEED IT
They’re great for patios, decks, the shop, and
dozens of other uses.

SIGNATURE KICKER SOUND AND TOUGH
Based on The Original KICKER® enclosure, they’re 
weather-proof and provide terrific sound.

• Speaker type:  2-Way Full-Range

• System:  dual-enclosure / each cabinet includes 1 woofer and 1 compression-loaded horn tweeter 

• Woofers (in, cm): 6.5, 16.5

• Horn-loaded tweeters (in, cm): 2 x 5, 5.1 x 12.7

• Impedance (Ohms): 8

• Frequency response (Hz): 55-21k

• Maximum recommended amplifier power (watts RMS): 75

• Dimensions H x W x D (in, cm): 11 x 8-1/8 x 8-1/8, 27.9 x 20.7 x 20.7




